Resistors

R28 - 47K Y2 w—Change to 41.2K Y2 w
R34 - 2.2K - Change to 5.6K 1/2W
Other Parts

" CR2,CR3-  Power Supply Diodes — Replace with supplied diodes (1000V — 3A)
CR1 - Bias Supply Rectifier — Replace with new silicon bridge supplied (600V —3A)

Multiplex Decoder Sub-Chassis

Capacitors
- C210 - luf electrolytic - 350V
- C214 - .0047uf — 400V (4700pf)
C-216, C-217-  .001uf ceramic - replace with .001uf - 630V
C221, C222 - 047uf - 250V
Resistors

R222, R223 - 27K 2 w — Change to 16K 2 w (may be found as 22K, change to 16K
regardless)

New Parts to be Added To Main Chassis
10 ohm Y2 w Cathode Resistors

All parts are replaced one at a time. Please refer to the "Component Replacement and
Soldering Notes" below.

Upgrade Preparation

Ensure the unit is unplugged from any AC power source. Lay unit upside down on a
towel or other protective surface. Remove bottom cover and discharge all electrolytic
caps fully, even if the set has been off for some time. Take time to give the unit a good
visual exam, identifying parts and looking for any kind of trouble (burned resistors, etc.)
Be NEAT and take care to avoid stray pieces of wire or solder from falling into the set.
Normally leads coming from transformers or anything else that will be reused and not
replaced are unsoldered NOT clipped. . Old capacitors that will be replaced should be
clipped.





