slightly if drawn vertically up and down the panel. They often appear more of a
"champagne" or lighter gold color. Fisher used both types of panels on the SAME
MODELS in many cases. Models such as the KX-200, X-202-B, 400-CX, 500-B. 800-B,
etc. may have EITHER type panel, so exercise EXTREME caution and make sure you
know which type it is before washing!

Lacquered panels WILL be ruined by exposure to water. They should only be cleaned by
wiping with a slightly damp cloth. If you wet them for longer than a few minutes, the gold
tone lacquer will take on a milky color and then slough off in sheets. The lettering will
remain, but the panel will now have ugly bright silver bare spots.

If your face panel is the brushed type (as used on all [that we have seen] 500-C, 800-C.
and 400 receivers), here is the method that I successtully employ:

Remove panel and lay face up in kitchen sink, preferably, do this when your wife is out.
You can also do it outdoors in a washtub. Pour some 50/50 water and ammonia mix on
the face of the panel and rub with a damp sponge that is also soaked in 50/50 water and
ammonia. With the other hand, hold your nose! BE CERTAIN to have adequate
ventilation! This will remove all dirt that is removable. The panel must now be
thoroughly rinsed in COOL water.

Sometimes the dirt and grime that was removed has already damaged the facepanel by
attacking the aluminum. If this has occurred. you will note a "smoky" look after the panel
has dried. What we do in this case is to give the panel a light coat of clear acrylic such as
Rustoleum brand. Care must be exercised while applying. If you are not experienced in
spraying you should leave this to someone who is. Above all, DO NOT RUB WITH a
brush or anything or the screening will smear! Just spray and let dry. It should look much
better when finished and the smoky look should have vanished.

Chassis Cleaning: To clean a chassis. the best method we have found is to use the same
50/50 ammonia & water mix. Take a wash cloth or rag and wet it with the ammonia
solution. This will normally clean whatever soil is removable from the chassis without
damaging and screening. Use another cloth wet with plain water and go over it again as a
rinse. Experience has dictated that if ammonia doesn't work, chances are the chassis
cannot be cleaned without damaging lettering. Greasy dirt can usually be safely removed
with a product called “Goo-Gone™. It is normally available at most hardware stores.
NEVER EVER use GOOF-OFF! It will ruin lettering and has horribly dangerous vapors.

DIAL GLASSES - NEVER wet a Fisher dial glass under water! To effectively clean a
Fisher glass, gently rub with a paper towel lightly dampened with plain water. Allow the
glass to dry a few seconds, then rub and buff with a DRY paper towel until clean. Water
appears to sofien the lettering on some glasses with increased exposure so don't let it get
too damp for too long.




