In addition, ALL small electrolytics have developed leakage and other problems. The
small luf - 350V electrolytic found in the MPX sub-chassis is especially troublesome.
When this capacitor fails, FM reception in the stereo mode will sound distant and out
of phase. Quality replacements for all small electrolytics are included in our Resto-
Paks.

Note that C-41 (small detector electrolytic 10uf) is mounted with
the positive end to ground.

Upon completion of these procedures, a good cleaning of the controls and switches, along
with a good tuner/amplifier alignment will make your receiver MUCH better than the day
it was new! You will notice a marked decrease in operating temperature, as the output
tubes will now be operating at much cooler temperatures, resulting in longer component
life throughout the set, and provides for a much lighter load on the power supply. The
general sound of the tuner will be much cleaner and clearer. Multiplex reception will be
fuller sounding. Highs will be more pronounced and realistic both in stereo and mono.
especially since you have now corrected the De-Emphasis to the proper 75us setting.

All switches and controls should be thoroughly cleaned preferably with De-Oxit formula
D-5. We have found this to be the finest cleaner for tube gear.

Once everything is installed and you have checked and re-checked your work, prepare to
clean all switches, controls, and tube sockets with De-Oxit. All pots should be flushed.
You can stand the unit on end and place a rag or paper towels at the bottom to collect the
run off when flushing pots. Rotate pot through full range while still wet.

Switches may be found to have blackened contacts. These should be cleaned VERY
CAREFULLY with a cotton swab wet with De-Oxit. I usually flatten the swab with
pliers to get into tight spaces.

Any stiff shafts can usually be loosened by allowing some De-Oxit to penetrate between
the shaft and bushing. In very stubborn cases a penetrating oil such as Liquid Wrench can
be used. Tube sockets can be cleaned by wetting the socket and the pins of a tube, then
insert and remove the tube a few times. Wipe tube pins and repeat procedure until all
sockets are cleaned. Be extra careful not to allow cleaner to run into the tuner front
end. With front end tube sockets, it is better to wet ONLY the TUBE PINS with De-Oxit.
DO NOT wet the sockets directly! Insert and remove tube wiping and re-wetting the
tube pins ONLY. If cleaner seeps into the front end it can detune the tuner circuitry.

50+ years of oxidation and soil will disappear like magic, and your unit will sound better
then ever!

Power up unit slowly and carefully using a variac if one is available. A variac will help
prevent damage in the event of an installation error.



