It is always a good idea to turn the set right side up, bottom cover removed, and gently
drop unit from about 1 inch onto the work towel a few times. This will help dislodge any
residual scraps.

ALWAYS wear some type of eve protection while soldering! Molten solder splash or
a flying snipped wire end can easily cause severe eye damage!

When you complete your receiver, you will have the pleasure of knowing that it is
operating and sounding better than ever. You can now enjoy your Fisher all day everyday.

Cleaning The Face Panel, Dial Glass And Chassis

Before we say a single word about this, bear in mind that these old Fisher units have a
history that for the most part is not known to us. We have NO idea what type of
conditions they were exposed to, i.e., atmospheric pollutants such as cigarette smoke,
dampness, etc. For this reason, the condition and TYPE of the face panel finish, face
panel lettering, chassis lettering, and dial glass lettering is for the most part UNKNOWN.

I have performed many experiments with Fisher dial glasses from broken samples. I have
seen some that have lettering so durable that soaking in water for an entire day does not
weaken the lettering, and the only way to get it off is with a razor blade. I have also seen
dial glasses of the SAME TYPE that have lettering so frail that it can be rubbed off with a
dry finger tip. PLEASE BE CAREFUL should you decide to do ANY type of cleaning to
your Fisher! If you have ANY question or doubt, LEAVE IT ALONE! Replacement face
panels are NOT available. While we do have a very limited supply of dial glasses for a
few units, there is no guarantee we will have one for your Fisher model.

Bearing this in mind, we will review the procedures that we here at Fisher Radio use to
clean the above items. At times, even we have the bad experience of ruining a dial glass.
We have found these procedures to be the safest, however, NO procedure is foolproof and
there is NO guarantee they will work for you.

Face panel - To remove face panel remove all knobs. If knobs are stuck use something
like a piece of rubber such as the rubber sheets sold for opening stuck jars. This allows
some grip and works very well.

You will note the panel is attached with two "hex" type thin nuts. You will need a 1/2"
hex/nut driver to remove them. DO NOT use pliers as these will SURELY scratch the
panel! A 1/2" socket will also work, just exercise care. When replacing panel ensure
these are tight, but be aware if you are using a socket with a ratchet handle these have
tremendous torque - do not over tighten these nuts!

Before any cleaning is done. you must determine if you have a lacquered type panel or a
brushed type panel. Lacquered panels will feel smooth (almost slippery) when a fingernail
is lightly drawn vertically on the face of the panel, and often appear darker and more of a
rich gold color. Brushed type panels will be rough enough to actually file your fingernail



